
DIMENSIONS POUR SYSTÈME D'ENGRENAGE STANDARD 
PANNEAUX ≤ 26.5"
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7'-0" 9'-2 1/4" 8'-2 1/2" 14 1/2" 56 3/4" 23 1/2"

7'-6" 9'-8 1/4" 8'-8 1/2" 14 1/2" 59 3/4" 25"

8'-0" 10'-2 1/4" 9'-2 1/2" 14 1/2" 62 3/4" 26 1/2"

8'-1" 10'-8 1/2" 9'-8" 20" 54 3/4" 22"

8'-6" 11'-1 1/2" 10'-1" 20" 56 3/4" 23"

9'-0" 11'-7 3/4" 10'-7 1/4" 20 1/4" 59 1/4" 24 1/4"

9'-6" 12'-2" 11'-1 1/2" 20 1/2" 61 3/4" 25 1/2"

10'-0" 12'-7" 11'-6 1/2" 19 1/2" 63 3/4" 26 1/2"

10'-1" 12'-9" 11'-9 1/4" 20 1/4" 55" 22 5/8"

10'-6" 13'-2 1/4" 12'-2 1/2" 20 1/2" 56 3/4" 23 1/2"

11'-0" 13'-8 1/4" 12'-8 1/2" 20 1/2" 58 3/4" 24 1/2"

11'-6" 14'-2 1/4" 13'-2 1/2" 20 1/2" 60 3/4" 25 1/2"

12'-0" 14'-8 1/4" 13'-8 1/2" 20 1/2" 62 3/4" 26 1/2"

12'-1" 15'-2 1/4" 14'-1 3/4" 25 3/4" 57 1/4" 23 1/4"

12'-6" 15'-7 1/2" 14'-7" 26" 58 3/4" 24"

13'-0" 16'-0 3/4" 15'-0 1/4" 25 1/4" 60 1/4" 24 3/4"

13'-6" 16'-7 3/4" 15'-7 1/4" 26 1/4" 62 1/4" 25 3/4"

14'-0" 17'-1" 16'-0 1/2" 25 1/2" 63 3/4" 26 1/2"

14'-1" 17'-2 1/4" 16'-2 1/2" 25 1/2" 56 3/4" 23 1/2"

14'-6" 17'-7 1/4" 16'-7 1/2" 25 1/2" 58" 24 1/8"

15'-0" 18'-1 1/4" 17'-1 1/2" 25 1/2" 59 1/2" 24 7/8"

15'-6" 18'-7 1/4" 17'-7 1/2" 25 1/2" 61" 25 5/8"

16'-0" 19'-1 1/4" 18'-1 1/2" 25 1/2" 62 1/2" 26 3/8"

16'-1" 19'-2 1/4" 18'-2 1/2" 25 1/2" 62 3/4" 26 1/2"

16'-2" 20'-1 3/4" 18'-8 1/2" 31 1/2" 58 3/4" 24"

16'-6" 20'-6 1/4" 19'-1" 32" 59 3/4" 24 1/2"

17'-0" 21'-1" 19'-7 3/4" 32 3/4" 61 1/4" 25 1/4"

17'-6" 21'-7 3/4" 20'-2 1/2" 33 1/2" 62 3/4" 26"

18'-0" 22'-0 1/4" 20'-7" 32" 63 3/4" 26 1/2"

18'-1" 22'-0 3/4" 20'-9 1/4" 32 1/4" 59" 24 1/8"

18'-6" 22'-5 3/4" 21'-2 1/4" 32 1/4" 60" 24 5/8"

19'-0" 23'-0" 21'-8 1/2" 32 1/2" 61 1/4" 25 1/4"

19'-6" 23'-6 1/4" 22'-2 3/4" 32 3/4" 62 1/2" 25 7/8"

20'-0" 24'-0 1/2" 22'-9" 33" 63 3/4" 26 1/2"

20'-1" 24'-8 1/4" 23'-3" 39" 59 3/4" 24 1/2"

20'-6" 24'-11" 23'-5 3/4" 36 3/4" 60 1/4" 24 3/4"

21'-0" 25'-7 1/4" 24'-2" 39" 61 3/4" 25 1/2"

21'-6" 26'-0 3/4" 24'-7 1/2" 38 1/2" 62 3/4" 26"

22'-0" 26'-6 1/4" 25'-1" 38" 63 3/4" 26 1/2"

22'- 1" 26'-5 3/4" 25'-2 1/4" 37 1/4" 59 5/8" 24 7/16"

22'- 6" 26'-11" 25'-7 1/2" 37 1/2" 60 1/2" 24 7/8"

23'- 0" 27'-5" 26'-1 1/2" 37 1/2" 61 1/2" 25 3/8"

23'- 6" 27'-11" 26'-7 1/2" 37 1/2" 62 1/2" 25 7/8"

24'- 0" 28'-5" 27'-1 1/2" 37 1/2" 63 1/2" 26 3/8"

24'- 2" 28'-6 1/2" 27'-3" 37" 63 3/4" 26 1/2"

24'-3" 29'-2 1/2" 27'-8 1/4" 42 1/4" 61 1/4" 24 3/4"

24'-6" 29'-5 3/4" 27'-11 1/2" 42 1/2" 61 3/4" 25"

25'-0" 30'-0 1/4" 28'-6" 43" 62 3/4" 25 1/2"

25'-6" 30'-6 3/4" 29'-0 1/2" 43 1/2" 63 3/4" 26"

26'-0" 31'-1 1/4" 29'-7" 44" 64 3/4" 26 1/2"

26'-1" 31'-0 3/4" 29'-8 1/2" 43 1/2" 61 1/4" 24 3/4"

26'-6" 31'-6" 30'-1 3/4" 43 3/4" 62" 25 1/8"

27'-0" 31'-11 1/4" 30'-7" 43" 62 3/4" 25 1/2"

27'-6" 32'-6 1/4" 31'-2" 44" 63 3/4" 26"

28'-0" 32'-11 1/2" 31'-7 1/4" 43 1/4" 64 1/2" 26 3/8"

28'-2" 33'-1 1/4" 31'-9" 43" 64 3/4" 26 1/2"

28'-3" 33'-8 3/4" 32'-2 1/2" 48 1/2" 61 3/4" 25"

28'-6" 34'-0" 32'-6 1/4" 49 1/4" 62 1/4" 25 1/4"

29'-0" 34'-7 1/2" 33'-1 3/4" 50 3/4" 63 1/4" 25 3/4"

29'-6" 34'-11 1/4" 33'-5 1/2" 48 1/2" 63 3/4" 26"

30'-0" 35'-6 3/4" 34'-1" 50" 64 3/4" 26 1/2"

30'-1" 35'-9" 34'-2" 49" 61 5/8" 24 15/16"

30'-6" 36'-2" 34'-7" 49" 62 1/4" 25 1/4"

31'-0" 36'-8" 35'-1" 49" 63" 25 5/8"

31'-6" 37'-2" 35'-7" 49" 63 3/4" 26"

32'-0" 37'-8" 36'-1" 49" 64 1/2" 26 3/8"

32'-2" 37'-10" 36'-3" 49" 64 3/4" 26 1/2"

32'-3" 38'-5 1/2" 36'-9 3/4" 55 3/4" 62 1/4" 25 1/4"

32'-6" 38'-9 3/4" 37'-2" 57" 62 3/4" 25 1/2"

33'-0" 39'-2" 37'-6 1/4" 55 1/4" 63 1/4" 25 3/4"

33'-6" 39'-6 1/4" 37'-10 1/2" 53 1/2" 63 3/4" 26"

34'-0" 40'-2 3/4" 38'-7" 56" 64 3/4" 26 1/2"

34'-2" 40'-2 3/4" 38'-7" 54" 64 3/4" 26 1/2"

34'-3" 40'-5 1/2" 38'-8 1/4" 53 1/4" 62" 25 1/8"

34'-6" 40'-10" 39'-0 3/4" 54 3/4" 62 1/2" 25 3/8"

35'-0" 41'-4 3/4" 39'-7 1/2" 55 1/2" 63 1/4" 25 3/4"

35'-6" 41'-9 1/4" 40'-0" 54" 63 3/4" 26"

36'-0" 42'-4" 40'-6 3/4" 54 3/4" 64 1/2" 26 3/8"

* La hauteur du profilé peur varier selon la grandeur de la cloison et la force du moteur. Rev 1 - Jan 2016

Ce tableau est à titre d'information seulement. Dans tous les cas, veuillez vous référer aux dessins d'atelier de Skyfold spécifique au projet.
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